ROLLED EROSION
CONTROL PRODUCT
APPLICATION SUMMARY

CHANNEL INSTALLATIONS
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Recommendations for application herein are intended for typical field conditions as a
guide to determine applicable products. Values shown above may be less than maximum
permissible values and represent conditions prior to vegetation establishment. Design values
are provided in Western Excelsior technical documentation. Alternate materials may provide
variability in vegetation establishment or longevity, subject to field conditions. Contact
Western Excelsior technical support for specific product application recommendations.
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General Installation Summary

Excel ECBs and PP5 TRMs are secured to a channel using
steel staples or biodegradable stakes. Upstream edges of an
installation are secured utilizing an anchor trench. Seams
are shingle-overlapped three inches and secured with staples
or stakes. Each material is secured with a product specific
stapling pattern. Products should be installed on a smooth,
prepared ground surface after seed has been applied. Product
specific installation recommendations are provided within
Western Excelsior literature.
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Netting Applications

Western Excelsior ECBs and TRMs are constructed utilizing
a variety of netting to meet longevity and performance
requirements. Regular, Rapid Go and All Natural netting
provide UV stable, ultra short term and biodegradable
options.

Regular netting consists of synthetic materials, stabilized to
resist UV degradation and maintain the design longevity. Each
Western Excelsior RECP is provided with Regular netting.

Rapid Go netting is a photodegradable, synthetic net
utilizing an accelerant to reduce the degradation time. Rapid
Go netting is ideal for applications that must be maintained
shortly after installation or requires the netting to degrade in
45 to 90 days.

All Natural netting consists of biodegradable Jute/Skrim
strands incorporated into a Leno Weave pattern. All Natural
netting is ideal for environmentally sensitive installations
where animal entrapment is of concern.



